
G•Jto_sion Report
Chevron

Equipment Location ID 0955008001 Remaining Life Years 1572

Equip Location Descrip C1100 OUTLET NO 5 SI DECUT Retirement Date

Last Inspection Date

Next Inspection Date

07262027

11052011

12272012

Current Corrosion Rate 1143

DP MEAS DP DP DT BASE MEAS MEAS MEAS NEAR LAST MIN CCR REM

ID METH STAT SZ TYPE 5 4 3 VALUE LIFE

005J UT A 800 PIPE 0272 0290 0290 0300 0140 000 co
1202 0207 0207 1111

005N UT A 800 PIPE 0276 0310 0310 0300 0140 212 7547
1202 0207 0207 1111

005S UT A 800 PIPE 0283 0240 0240 0320 0140 000 00
1202 0207 02107 1111

007E UT A 800 PIPE 0290 0300 0270 0140 636 2044
1202 0207 1111

007N UT A 800 PIPE 0300 0300 0320 0140 000 co
1202 0207 1111

007S UT A 800 PIPE 0232 0270 0240 0140 636 1572
1202 02107 1111

007W UT A 800 PIPE 0298 0290 0290 0140 090 16722
1202 0207 1111

010R RT A 400 RED 0270 0250 0280 0320 0100 000 aa
11177 0180 0792 1202

0111 UT A 1200 ELL 0438 0430 0400 0140 636 4088
1202 0207 1111

01121 UT A 1200 ELL 0522 0460 0420 0140 1143 2449
1202 0207 1111

01120 UT A 1200 ELL 0427 0430 0400 0140 636 4088
1202 0207 1111

0113 UT A 1200 ELL 0445 0400 0390 0140 616 4056
1202 0207 1111

0121 UT A 1200 ELL 0415 0390 0390 0140 270 9259
0802 02107 1111

01221 UT A 1200 ELL 0445 0380 0390 0140 594 4209
0802 02107 1111

01220 UT A 1200 ELL 0416 0370 0140 497 4630
0802 1111

0123 UT A 1200 ELL 0420 0380 0360 0140 648 3395
0802 02107 1111

013E UT A 1000 PIPE 0380 0140 500 4800
1111

013N UT A 1000 PIPE 0380 0140 500 4800
1111

0138 UT A 1000 PIPE 0360 0140 500 4400
1111

013W UT A 1000 PIPE 0370 0140 500 4600
1111

014B UT A 1000 PIPE 0390 0140 500 5000
1111

014N UT A 1000 PIPE 0390 0140 500 5000
1111

0148 UT A 1000 PIPE 0360 0140 500 4400
1111

014T UT A 1000 PIPE 0380 0140 500 4800
1111
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N

WASH OIL

From Hea0e1

see 0955025404

TIT 21

P1158A
5 SIDECUT

PUMPBACK
D308306

POINT A

REVISION

4 CRUDE PHA DRAWING MARKUPS

AS BUILT PER MOCA 22647

111710

5 SIDECUT

STATUS IS0570 COMPLETE

MATERIAL SERVICE
5 CRCS 5 SA MD GASOIL

PIPE CLASS PWHT
TF1 BOAAFI TF1

RWFU BPCO
LINE NAME ASSIDECUT

TPVA

FROM
5MC1100TO R11

C1100

A8R11591A

THIS IS A HOT CIRCUIT

GAGE ON SHUTDOWN ONLY

RATING API570 INSPECTION PIPING ISOMETRIC

01506 0900 _CLASSI
Ei A8 5405 SIDECUT

STM TRACED _ ©CLASS II 4 CRUDE UNIT PLANT 17
INSULATED 0 _CLASS III

DISTILLATION AND REFORMING AREA BUSINESS UNIT

REV eM

Z 10955008001 4



221 Process Piping Worklist

IDENTIFICATION

Worklist ID WL1 011238179

Equip Location 0955008001 C1100 OUTLET NO 5 SIDECUT

Unit 0955 4 CRUDE UNIT PLT 11

Date Created 05032010

MFR
MFR Serial No

GENERAL

Chevron

Asset ID 0000110987

Activity ID 2011 DR Major SD

Date Modified 11162010

MFR Model No

Asset Type 221 221 Process Piping

Available Durinci Run
Bill of Material

X Stain Required

Comments

WORKLIST ITEMS

Clean Internally

Repair Gasket Surface

Hydrotest

Hanger

Shoes

Bolting

Dead Leg

Supports

Insulation

Coating

Denied

Signature

X Additional Instruction hot piping inspection

Additional Instruction

Additional Instruction

Additional Instruction

Note

History

Hot piping inspection can not be performed safely on the run due to special equipment and personel required
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221 Process Piping Worklist

IDENTIFICATION

Worklist ID WL1 005233461

Equip Location 0955008001 C1100 OUTLET NO 5 SIDECUT

Unit 0955 4 CRUDE UNIT PLT 11

Date Created 05032010

MFR
MFR Serial No

GENERAL

x

Available During Run
Bill of Material

Staging Required

Comments

WORKLIST ITEMS

Clean Internally

Repair Gasket Surface

Hydrotest

Hanger

Shoes

Bolting

Dead Leg

Supports

Insulation

Coating

Denied

Signature

X Additional Instruction TML 5 remaining life 102 years reinspect Tml 12 RL 14 years reinspect

X Additional Instruction additional inspection required to define scope of work

Additional Instruction

Additional Instruction

Note

History

COntact fixed equipment inspector for film to locate corrosion Most severly corroded area is near the pipe elbow to

pipe weld
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Asset ID 0000110987

Activity ID 2011 DR Major SD
Date Modified 05202010

MFR Model No

Asset Type 221 221 Process Piping
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